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Innovative
- Lane Demarcation




Safer pathways with
Skid Resistant

Road Demarcation
Systems
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Ilrac-

What is ilrac™

ilrac™ - an exceptional anti-skid
surfacing system recommended
for Road Demarcation and skid

resistant surface applications.

It comprises of a specially
formulated binder system with

a color coated glass aggregate
manufactured using a proprietary
technology which can be applied

on concrete or asphalt surfaces.

When applied, ilraC™ provides
a tactile warning system with
a high friction, non-fading,

consistent color surface.
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WHY use ilrac™

ilrac™ is a smart, environment
friendly and safe solution that
provides a visual separation
between vehicles and bicycle/
bus lanes. It is designed to define
traffic spaces and protect the

safety of bicyclists.

Ideal for use anywhere with bus =% .

and bicycle traffic, an ilraC™ lane

) their respective lanes. Given
would allow demarcation of

) ] o an average service life of
vehicle and bike/bus traffic in
3 to 7 years in heavy traffic
conditions, it is a highly

cost effective solution.




Technicals

Available Sizes (mm) :0.2-0.8 | 0.8-1.2

1.2-3 | 3-9
Hardness : 5.5 - 6.0 Mohs
Shape : Sub-Angular,

Non-Porous

Non-Leaded

Panel Glass

Physical Composition :

Bike Lane/Bus Lane
(0.2 - 0.8 mm, 0.8 - 1.2mm)

Road and pathway demarcation creates
a safe and long lasting alternative to

traditional painting methods.

Spray on Applications

(0.2 - 0.8 mm, 0.8 - 1.2 mm)

Renew, refurbish and recoat your worn
surfaces such as decorative wall finishes,
concrete driveways or sidewalks and

furniture.

Pool and Concrete Finish

(0.8 - 1.2 mm, 1.2 - 3 mm) Broadcast into
our specialty binder system or press into
manufactured walls, bench tops, furniture

and pavements.

Landscaping (3 - 9 mm)

Useful for garden beds as mulch or display

in potted plants. Additionally apply
as decorative addition to exposed or

polished concrete.

Iracz

Wide spectrum of colors for
specific desion and application

Unique Features

* Moisture Content: <1%

e Reactivity : 100% Acid Insoluble ¢ < 3% Loss - Magnesium
Soundness ¢ TCLP - EPA compliant for the eight heavy metals
and mercury
<14% loss - Los Angeles Abrasion, Grading D
Physical & Chemical Composition : No-Lead Panel Glass (<200
PPM)

Shape : Sub-Angular, Non-Porous

Angular particles of amorphous silica composition provide a skid
resistant aggregate.

Safe to handle ¢ No sharp edges

When applied with resin binder to concrete or asphalt surface :
BPN - 80 British Pendulum Tester ¢ FN40OR - 71 Skid Resistance
on Paved Surfaces
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What makes ilrac™
Special

) .

Can be installed
efficiently within
5-8 hours resulting
in minimal traffic
disruption.

Uniquely coated
glass particles enable
color refection due
to the underlying

Low VOC, high color on all of the Glass helps filter out
U/V adding to the
longevity of color.

facets even if the top
coating wears out
over time.

strength Binder
system resistant to
most gas and oils.

Environment friendly. Can be repaired
easily and quickly

with minimal cost.
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Versatile - available Can be applied
in different size manually and
gradations and large mechanically
variety of colors for depending on the
your specific design size of job.

and application.



Iracs

ifrac™ is visually better,

longer lasting, safer and

cost effective alternative (0
(raditional options like MMA, y
Traffic Paint, Thermoplastic Paint
and Preformed Thermoplastic

ifrac"™ - a versatile, multi purpose
solution for :

Bike Lanes | Bus lanes
Walkways | Pathways

and a variety of decorative
and domestic applications
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Disclaimer of Warranty and Liability
ITS Coatings Pvt. Ltd. does not guarantee the accuracy, topicality, correctness, completeness, quality or usefulness of any information provided.
Any liability claims in connection with such information are excluded.



